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/——GRUDVES ARE NOT TO EXCEED

SECTION B-B

ALUMINUM ALLOY
(SOLID BAR)
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SECTION D-D

INSIDE FACE OF INLET.
MANHOLE OR JUNCTION BOX.
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SECTION C-C

(ALTERNATE)

CAST IRON

NOTES

METAL LADDER RUNGS ARE TO BE USED IN INLETS.
BOXES OVER THREE FEET I[N DEPTH OR AS DIRECTED BY THE ENGINEER.
EITHER WITH BRICK OR CONCRETE CONSTRUCTION.
THE MORTAR JOINTS SHALL BE ADJUSTED TO ACCOMODATE LADDER RUNGS.)

EMPLOYED.

@SECTION B-B
STEEL

(ALTERNATE)
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@ SECTION B-B
AL

UMINUM ALLOY

(HOLLOW BAR)

MANHOLES. AND JUNCTION

USED

(WHERE BRICK CONSTRUCTION IS

METAL LADDER RUNGS MAY BE COMPRISED OF ONE OF THE FOLLOWING.
C)&C)ALUMINUM ALLOY- SHALL CONFORM TO A.S.T.M. DESIGNATION B 221 ALLOY 6061-T6.

THAT PORTION EMBEDDED IN THE STRUCTURE SHALL BE COATED WITH ZINC CHROMATE

OR APPROVED EQUIVALENT COATING.

C)CAST IRON- SHALL CONFORM TO A.S.T.M. A- 48 CLASS 30 B.

C)STEEL- SHALL CONFORM TO A.S.T.M. DESIGNATION A-615 GRADE 40. GALVANIZED

AFTER FABRICATION AS PER A.S.T.M. DESIGNATION A-153.
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